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ATL’S #TC-103 PROCESS

CONVERTS O.E.M. GAS TANKS TO SELF-SEALING,
NON-EXPLODING SAFETY FUEL CELLS

BULLET AND SHRAPNEL PROTECTION FOR DIPLOMATS LiMousiNes, Execumive Town CARS,
SECURITY VEHICLES, SEARCH AND  Purswuit  Cars, MILITARY
EaquirMenT, PATROL BoATS AND OFr-RoAD 4x4's.
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Self-Seqling Tanks

HELPS PREVENT FUEL LOSS, FIRE AND EXPLOSION FROM FUEL TANK PUNCTURES
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BALLISTICOAT By ATL

» Weighs only 19 Ib. (9 kg) on average
» Reasonable cost and quick delivery

* Re-uses OEM tank, straps and brackets
* Tank remounts in original location

Typical TC-103 Process
BALLISTICOAT..

Stock OEM Vehicle Fuel Tank ATL Access Flanges are
(Metal or Plastic) is Cleaned Integrated for Satety-Foam
and Inspected. Installation.

3. I 4.
Saftety Foam {such as Mil-B-83054) is Cul and Installed
for Surge Mitigation and Explosion Suppression,
B.

fr,
’ Flange Covers are Installed and  Static

Pressure Test is Applied.

l 8.

Layers of Proprietary Rubber Compounds are Vulcanized Over the
External Tank Surface to Form a Self-Sealing “Ballistic” Encapsulant.
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BALLISTICOAT 15 A TOP QUALITY PRODUCT WITH AN UINBLEMISHED 20 YEAK RECORD. HOW-
EVER, DUE TO THE MANY SIGNIFICANT HAZARDS AND UNCERTAINTIES OF GUN-FIRE, ATL CAN
OFFER NO GUARANTEE OR WARRANTY OF FITNESS UNDERE ANY CONDITIONS.



How BALLISTICOAT. Works

CEM FUEL GALLGE, ATL MULTI-PLY BALLISTIC AT ACCESS FLANGE FOR SAFETY FOMM
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TYPICAL ENTRIES SEAL 95 TO 100%
CONTACT ATL TO DISCUSS ANY SPECIAL BALLISTIC CONDITIONS
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= | ATL’s
BALLisTiCOAT.

Used In All Presidential
Ballistic Limousines Since
1975! Now Specified For
Heads Of State & CEQO’s
World Wide.

AT Lean supply TC-103 ballistic tanks complete, or on an exchange program, using your OEM tanks.
The conversion process takes about 2 weeks, and pricing is by quotation. A TL's TC-108,
“foam-only”, service is also available for explosion suppression without self-sealing. These services
are available from AT L US. in Ramsey, N] US.A.and AT L UK. in Milton Keynes, England.
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U.S.A. Order Line 800-526-5330

AEr0 Tec LaBoORATORIES Inc., U.S.  Aero Tec LABORATORIES INC., UK

Spear Road Industrial Park 40 Clarke Road, Mount Farm Industrial Estate
Ramsey, NJ 07446-12571 U.S.A. Milton Keynes MK1 1LG England

Tel: 201-825-1400 Tal: 01908-270590

Fax: 201-825-1962 Fax: 01908-270591




